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ABSTRACT
Closing feedback loops fast and over long distances is key to
emerging applications; for example, robotmotion control and
swarm coordination require update intervals below 100ms.
Low-power wireless is preferred for its flexibility, low cost,
and small form factor, especially if the devices support multi-
hop communication. Thus far, however, closed-loop control
over multi-hop low-power wireless has only been demon-
strated for update intervals on the order of multiple seconds.
This paper presents a wireless embedded system that tames
imperfections impairing control performance such as jitter
or packet loss, and a control design that exploits the essential
properties of this system to provably guarantee closed-loop
stability for linear dynamic systems. Using experiments on
a testbed with multiple cart-pole systems, we are the first
to demonstrate the feasibility and to assess the performance
of closed-loop control and coordination over multi-hop low-
power wireless for update intervals from 20ms to 50ms.

1 INTRODUCTION
Cyber-physical systems (CPS) use embedded computers and
networks tomonitor and control physical systems [21].While
monitoring using sensors allows, for example, to better un-
derstand environmental processes [18], it is control through
actuators what nurtures the visions of robotic materials [19],
intelligent transportation [2], smart buildings [20], or auto-
mated medical treatment [68]. A key problem, however, is
how to close the feedback loops between sensors and actu-
ators as they may be numerous, mobile, distributed across
large spaces, and attached to devices with size, weight, and
cost constraints. This is particularly challenging for physical
systems with fast dynamics, as feedback must be signifi-
cantly faster than the physical systems evolve [5]. Moreover,
because feedback modifies the dynamics of physical systems,
guaranteeing closed-loop stability is a major concern [6].
In this paper, we ask the following question: Can we en-

able fast closed-loop control over multi-hop low-power wireless
networks with provable guarantees on stability? Since three
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Figure 1: Evolution of control architectures. Physical
systems with sensors (S) and actuators (A) are connected to
controllers (Ctrl) over point-to-point wires (left), a wired bus
(center), or a wireless network (right).

decades there has been a strong push towards wireless tech-
nology in industrial settings, as it reduces installation and
maintenance costs dramatically [43]. On top of that, low-
power solutions and multi-hop communication offer the flex-
ibility and mobility required to realize the CPS vision [75].
Consequently, industrial consortia are actively driving stan-
dardization efforts to further promote low-power wireless
for industrial communications and beyond [72].
Challenges. Despite clear advantages and the anticipated
next major breakthrough in distributed automation and con-
trol, closing feedback loops over wireless poses significant
challenges for control design [7, 34, 50, 78]. These are rooted
in the architectures that have traditionally been considered.
In traditional control systems, sensors and actuators are

connected to a centralized controller via point-to-point wires
(Fig. 1, left) [7]. Although centralized control is beneficial be-
cause the controller has all information, it is often impractical
for large-scale systems. An alternative is decentralized con-
trol, where the system is split into a number of subsystems,
each connected to a local controller, but without signal trans-
fer between them [50, 78]. However, decentralized control
can exhibit poor performance and it may not even be possible
to achieve closed-loop stability [78]. Hence, communication
networks in the form of wired busses were introduced [7]
(Fig. 1, center), which are still widely used in automation and
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control today [71, 73]. Replacing a wired bus with a wireless
network (Fig. 1, right) presents five main challenges:

• Limited bandwidth.Wireless networks havemore severe
constraints on the amount of information that can be
transferred per unit of time. Because feedback control
requires timely transfer of information (e.g., to stabilize
unstable processes [74]), this is critical. Owing to lim-
ited bandwidth, there is also a trade-off between the
number of supported sensors and actuators and the up-
date interval, the interval with which sensor values can
be acquired and actuation commands can be applied.

• Delay and jitter.While in wired point-to-point connec-
tions communication delays are typically small enough
to be neglected, they cannot be ignored in a wireless
network. What is more, network delays are subject to
random variations, introducing significant jitter. Delays
and jitter can both destabilize a feedback system [76].

• Message loss. Wireless communication is orders of mag-
nitude less reliable than wired communication. Because
corrupt or lost messages disrupt feedback, they compli-
cate control design. Moreover, as message losses often
occur in bursts [67], a valid theoretical analysis to pro-
vide strong guarantees is challenging, if not impossible.

• Constrained traffic pattern.Wired busses inherently sup-
port many-to-all communication and hence centralized
control. Coordination between control computations by
different devices is straightforward, allowing for a com-
mon control objective (e.g., platooning [9]), dynamic
couplings between physical systems (e.g., process con-
trol [83]), and cooperative resource sharing (e.g., traffic
management [45]). Wireless multi-hop networks typi-
cally support only distinct traffic patterns, such as 1-hop
broadcast, many-to-one collection, or one-to-all dissem-
ination. Control under constrained traffic patterns is
more challenging and may imply poor performance or
even infeasibility of closed-loop stability [78].

• Message duplicates and out-of-order arrivals. Finally, mes-
sage duplicates and out-of-order message arrivals are
typical in wireless protocols [22, 30], but further hinder
control design and stability analysis [81].

Practical efforts to tackle these challenges fall in two cate-
gories. First, multi-hop low-powerwireless solutions exist for
physical systems with slow dynamics achieving update inter-
vals of tens of seconds, albeit without stability guarantees [12,
59]. Second, wireless solutions for faster dynamics providing
updates every tens of milliseconds have also been demon-
strated, but only in single-hop settings [8, 23, 52, 55, 79]. This
leaves a significant gap to the many CPS applications that
would be enabled or benefit from fast closed-loop control
and coordination with stability guarantees over multi-hop
low-power wireless networks [1, 32, 51].
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Figure 2: Execution of application tasks and message
transfers over time for a single periodic feedback loop.
In every iteration, the sensing task (S) takes a measurement
of the physical system and sends it to the control task (C).
The control task computes a control signal and sends it to the
actuation task (A), which applies it on the physical system.

Contributions. This paper presents the first design, analy-
sis, and evaluation of a system that closes this gap. To address
the challenges outlined above, we co-design the wireless em-
bedded elements along with the control system. Specifically,
we tame imperfections such as delay, jitter, and message
losses through a novel end-to-end design of the embedded
computing and wireless communication components. Then,
we consider the essential properties of thewireless embedded
system in the control design, targeting the many practical
systems whose dynamics can be faithfully approximated by a
linear model [6, 35]. Through a formal analysis, we guarantee
closed-loop stability for the wireless control system.

To validate and evaluate our approach, we implement the
overall design on a testbed of state-of-the-art low-power
wireless devices forming a 3-hop network. The testbed in-
cludes multiple cart-pole systems, whose temporal dynamics
match a range of real-world mechanical systems and is hence
extensively used for research in control [6, 73]. Our exper-
iments reveal the following key findings: (i) two inverted
pendulums can be safely stabilized via a remote controller
across the 3-hop network; (ii) the movement of three cart-
poles can be synchronized reliably over the network; (iii)
increasing packet loss rates and update intervals can be tol-
erated, but deteriorate the control performance; and (iv) key
assumptions made in the theoretical derivations are valid.

2 OVERVIEW
System architecture. According to Fig. 1, we consider dis-
tributed CPS where the application tasks of sensing, actua-
tion, and control are mapped onto a set of low-power em-
bedded devices with the required hardware capabilities. A
device may execute multiple application tasks, which may
belong to different periodic feedback loops. All devices have
a low-power wireless radio and are capable of multi-hop
communication. Using this capability, the application tasks
exchangemessages with each other to close the control loops.
Fig. 2 shows the execution of application tasks and the

exchange ofmessages over time for a single periodic feedback



loop with one sensor and one actuator. The update interval
TU is the time between the start (resp. end) of consecutive
sensing (resp. actuation) tasks. The end-to-end delay TD is
the time between the start of a sensing task until the end
of the actuation task that applies the corresponding control
signal on the physical system.
Design goals.We adopt the following co-design approach:
Address the challenges from above on the wireless embedded
system side to the extent possible, then take into account the
resulting key properties in the control design. This entails the
design of a wireless embedded system that aims to
G1 eliminate or, if this is impossible, reduce and bound im-

perfections impairing control performance (e.g., reduce
TU and TD and bound the jitter on these);

G2 support arbitrary traffic patterns in the face of dynami-
cally changing network topologies;

G3 operate efficiently in terms of energy, while accommo-
dating the computational needs of the controller.

In turn, the control design, which determines the functional-
ity of the application tasks, aims to
G4 incorporate all essential properties of the wireless em-

bedded system to guarantee closed-loop stability for
the entire CPS with linear dynamics;

G5 enable an efficient implementation of the control logic
on state-of-the-art low-power embedded devices;

G6 exploit support for arbitrary traffic patterns for straight-
forward implementation of distributed control.

Outline. In the following, §3 details the design and imple-
mentation of the wireless embedded system components,
while §4 focuses on the control design and stability analysis.

3 DESIGN AND IMPLEMENTATION OF
WIRELESS EMBEDDED SYSTEM

Our solution to reach goals G1–G3 is an embedded system
design that consists of three building blocks:
1) a low-power wireless protocol providing multi-hop many-

to-all communication with bounded delay and accurate
network-wide time synchronization;

2) an embedded hardware architecture that enables an effi-
cient and timing-predictable execution of all application
tasks and message transfers;

3) a scheduling framework that globally schedules all appli-
cation tasks andmessage transfers such that application-
specific bounds on TU and TD are met at minimum en-
ergy costs for wireless communication.

We describe each building block, followed by an analysis of
the resulting properties that matter for control design.

3.1 Low-power Wireless Protocol
To support arbitrary traffic patterns (G2), we require a multi-
hop protocol that is capable of many-to-all communication

datab data data data…

…
t

t

Round	period	T

Figure 3: Time-triggered operation of multi-hop low-
power wireless protocol. Communication occurs in rounds
with a given round period T . Every beacon (b) and data slot in
a communication round is a network-wide Glossy flood.

from any set of source nodes. Moreover, the protocol must be
highly reliable and the time needed for many-to-all commu-
nication should be tightly bounded, if not deterministic (G1).
It has been shown that a solution based on network-wide
Glossy floods [26] can meet these requirements with high
efficiency (G3) and resilience to network dynamics (G2) [85].
Therefore, similar to other recent proposals [25, 36], we de-
sign a wireless protocol on top of Glossy, but target a unique
design point: bounded latencies of a few tens of milliseconds
for many-to-all communication.

As shown in Fig. 3, the operation of our protocol proceeds
as a series of periodic communication rounds with period T .
Each round consists of a sequence of time slots. In each time
slot, all nodes in the network participate in a Glossy flood,
where a message is disseminated from an initiator to all
other nodes. Glossy achieves the theoretical minimum la-
tency for one-to-all flooding at a reliability above 99.9 %, op-
erates independently of the time-varying network topology,
and provides microsecond-level network-wide time synchro-
nization [26]. Nodes leverage the time synchronization to
sleep between communication rounds and to awake in time
for the next round as specified by the round period T .

Every round begins with a beacon slot, wherein a dedicated
node, called host, sends a small packet. Then, up to B data
slots follow. In each data slot, one node is allowed to transmit
a message to all other nodes by initiating a Glossy flood.

As detailed in §3.3, we compute the communication sched-
ules offline based on the application’s traffic demands, and
distribute them to all nodes before the application operation
starts. A communication schedule includes the assignment
of messages/initiators to data slots in a round and the round
period T . The beacon sent by the host at the beginning of a
round contains the current schedule index. Using this index,
nodes look up the schedule for the current round.
Using static communication schedules has several bene-

fits. First, it matches the requirements of mission- or safety-
critical CPS applications, which regard runtime adaptability
as a potential source of failure [40, 57]. Second, we support
significantly shorter latencies compared to prior work [25, 36,
85]. Third, we can a priori verify if closed-loop stability can
be guaranteed for the achievable latencies (see §4). Fourth,
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the protocol is more resilient to packet loss (particularly lost
beacons), thus improving reliability and energy efficiency.

3.2 Embedded Hardware Architecture
CPS devices need to concurrently handle application tasks
and message transfers. While message transfers involve lit-
tle, but frequent computation (e.g., inside interrupt service
routines), sensing and especially control tasks require less
frequent but more demanding computations (e.g., matrix and
floating-point operations). An effective approach to achieve
low latency and high energy efficiency for such diverse needs
is to exploit hardware heterogeneity.

For this reason, we leverage a heterogeneous dual-processor
platform (DPP). Application tasks execute exclusively on a
32-bit MSP432P401R ARM Cortex-M4F application processor
(AP) running at 48MHz, while the wireless protocol executes
on a dedicated 16-bit CC430F5147 communication processor
(CP) running at 13MHz. The AP features a floating-point
unit and a rich instruction set, accelerating operations related
to sensing and control. The CP integrates a microcontroller
and a low-power wireless radio operating at 250 kbit/s in the
868MHz band with 2-GFSK modulation on a single chip.

AP andCP are interconnected using Bolt [70], an ultra-low-
power processor interconnect that supports asynchronous
bi-directional message passing with formally verified worst-
case execution times. Bolt decouples the two processors with
respect to time, power, and clock domains, enabling energy-
efficient concurrent executions with only small and bounded
interference, thereby limiting jitter and preserving the time-
sensitive operation of the wireless protocol.
Nevertheless, we require AP and CP to share a common

time base to reduce end-to-end delays between application
tasks running on different APs. To this end, we use a GPIO
line between the two processors, called the SYNC line. Every
CP asserts the SYNC line in response to an update of Glossy’s
network-wide time synchronization. Every AP schedules
application tasks and message passing over Bolt with specific
offsets relative to these SYNC line events. Likewise, the CPs

execute the communication schedules and schedule SYNC
line assertion and message passing over Bolt with specific
offsets relative to the start of communication rounds. As a
result, all APs and CPs act in concert. Next, we describe how
we compute the communication schedules and offsets.

3.3 Scheduling Framework
We first illustrate the scheduling problem with a simple ex-
ample. In CPS physical process (P) and control (C) are, in
general, distributed across different nodes; here we consider
two nodes as an example: Node P senses and acts on a phys-
ical system, and node C runs the controller.
Fig. 4 shows a possible schedule of the application tasks

and message transfers. After sensing (S1), the AP of P writes
a message containing the sensor reading into Bolt (w). CP
reads out the message (r) before the communication round in
which that message (mS1) is sent using the wireless protocol.
The CP of node C receives the message and writes it into
Bolt. After reading out the message from Bolt, AP computes
the control signal (C1) and writes a message containing it
into Bolt. The message (mC1) is sent to node P in the next
communication round, whose AP applies the control signal
on the physical system (A1).

This schedule yields a kind of pipelined execution, where
in each communication round the last sensor reading and the
next control signal (computed based on the previous sensor
reading) are exchanged (mS1mC0,mS2mC1, . . .). Note that
while it is indeed possible to send the corresponding control
signal in the same round (mS1mC1, . . .), this would increase
the update interval TU at least by the sum of the execution
times of the control task, Bolt read, and Bolt write. For the
schedule in Fig. 4,TU is exactly half the end-to-end delayTD .

In general, the scheduling problem entails computing the
communication schedules (i.e., assignment of messages to
slots in each round and periodT ) and the offsets with which
APs (relative to SYNC line events) and CPs (relative to start
of communication rounds) perform wireless communica-
tion, application tasks, message transfers over Bolt, or SYNC



line assertion. The problem gets extremely complex for any
realistic scenario with more nodes and possibly multiple
concurrent control loops, so solving it should be automated.

To this end, we use Time-Triggered Wireless (TTW) [37],
an existing framework that requires only minimal changes
to solve the above scheduling problem. TTW takes as main
input a dependency graph among application tasks and mes-
sages, similar to Fig. 2. Based on an integer linear program, it
computes all communication schedules and offsets (see [37]
for a detailed description of the inputs). TTW provides three
important guarantees: (i) a feasible solution is found if one
exists, (ii) the solution has the minimum number of commu-
nication rounds and thus minimizes communication energy
consumption within the constraints of the wireless protocol,
and (iii) the solution can optimize user-defined metrics, such
as the update interval TU as for the schedule in Fig. 4.

3.4 Essential Properties
The presented wireless embedded system provides the fol-
lowing key properties for the control design:
P1 As analyzed below, for update intervals TU and end-to-

end delays TD up to 100ms, the worst-case jitter on TU
andTD is a few tens of microseconds. It holdsTD = 2TU .

P2 Statistical analysis of millions of Glossy floods [84] and
percolation theory for time-varying networks [39] have
shown that the spatio-temporal diversity in a flood re-
duces the temporal correlation in the series of received
and lost messages by a node, to the extent that the series
can be safely approximated by an i.i.d. Bernoulli process.
The success probability is typically above 99.9 % [26].

P3 By provisioning for multi-hop many-to-all communica-
tion, arbitrary traffic patterns are supported.

P4 It is guaranteed by design that message duplication and
out-of-order message delivery cannot occur.

The combination of P1–P4 in an end-to-end low-power
wireless system is indeed unique. Previous work on control
over low-power wireless [4, 8, 12, 62] reports jitter larger
than tens of milliseconds, must deal with highly correlated
messages losses over individual links [66], is limited to ei-
ther single-hop networks or constrained traffic patterns, and
exposed to message duplicates and out-of-order arrivals.
Jitter analysis. We are interested in the worst-case jitter on
TU andTD . To this end, we look at the time interval between
the end of two periodic tasks running on different APs. The
nominal length of the interval is T̃end , but due to jitter J its
length is T̃end + J . In our system, the jitter is bounded by

| J | ≤ 2 (êref + êSYNC + T̃end (ρ̂AP + ρ̂CP )) + êtask . (1)

Below, we detail the different sources of jitter affecting (1).
1) Time synchronization error between CPs. Using Glossy,

each CP computes an estimate t̂ref of the reference time [26],
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Figure 5: Synchronization error of our Glossy imple-
mentation for a network diameter of up to nine hops.
The error is typically below 1.5 µs. The long tail on both sides
is due to a race condition in an interrupt service routine.

which it uses to schedule subsequent activities. In doing so,
each CPmakes an error eref with respect to the reference time
of the initiator. Using the approach from [26], we measure
eref for our Glossy implementation and a network diameter
of up to 9 hops. We can see from Fig. 5 that eref is typically
less than 1.5 µs; the long tail on both sides is due to a race
condition in an interrupt service routine. Nevertheless, based
on 340,000 data points, eref is always between -7.1 µs and
8.6 µs. We thus consider êref = 10 µs to be a safe bound for
the jitter on the reference time across CPs.

2) CP and AP sourced by independent clocks. Each AP sched-
ules activities relative to SYNC line events. As AP and CP are
sourced by independent clocks, it takes a variable amount
of time until AP detects that CP asserted the SYNC line.
The resulting jitter is bounded by êSYNC = (2fAP )−1, where
fAP = 48MHz is the frequency of AP’s clock in our system.
3) Different clock drift at CPs and APs. The real offsets

and durations of activities on the CPs and APs depend on
the frequency of their clocks. Various factors such as manu-
facturing process, temperature, and aging lead to different
frequency drifts ρCP and ρAP of the clocks. State-of-the-art
clocks, however, drift by at most ρ̂CP = ρ̂AP = 50 ppm [42].
4) Varying task execution times. The difference between

the task’s best- and worst-case execution time êtask adds to
the jitter. For the jitter onTU andTD , only the execution time
of the actuation task matters, which typically exhibits little
variance as it is short and highly deterministic. For example,
actuation in our experiments in §5.2 has a jitter of ±3.4 µs.
To be safe, we consider êtask = 10 µs for our analysis.

Using (1) and the above values, we can compute the worst-
case jitter for a given interval T̃end . Fast closed-loop control as
considered in this paper requires T̃end = TD = 2TU ≤ 100ms,
which gives a worst-case jitter of ±50 µs, as stated in P1.

4 CONTROL DESIGN AND ANALYSIS
Building on the design of the wireless embedded system and
properties P1–P4, this section addresses the design of the



control system to accomplish goals G4–G6 from §2. Because
the wireless system supports arbitrary traffic patterns (P3),
various control tasks can be solved including typical single-
loop tasks such as stabilization, disturbance rejection, or
set-point tracking, as well as multi-agent scenarios such as
synchronization, consensus, or formation control.
Here, we focus on remote stabilization over wireless and

synchronization of multiple agents as prototypical examples
for both the single- and multi-agent case. For stabilization,
we detail our approach for modeling, control design, and
stability analysis in §4.1 to §4.3, thus achieving G4–G5. Syn-
chronization is discussed in §4.4, highlighting support for
straightforward distributed control according to G6.

4.1 Model of Wireless Control System
We address the remote stabilization task depicted in Fig. 6
(left), where controller and physical process are associated
with different nodes, which are connected by the wireless
system of §3. As the physical process, we consider linear
time-invariant (LTI) dynamics. LTI models capture the dy-
namics of many practical systems in their operating range
sufficiently well and are the predominant model in control
engineering [6, 35]. The (stochastic) LTI state-space model

x(k + 1) = Ax(k) + Bu(k) +v(k) (2a)

describes the evolution of the system state x(k) ∈ Rn with
discrete time index k ∈ N in response to control input
u(k) ∈ Rm and random process noisev(k) ∈ Rn . The process
noise is modeled as an independent identically distributed
(i.i.d.) Gaussian random variable with zero mean and vari-
ance Σproc (v(k) ∼ N(0, Σproc)) and captures uncertainty in
the model. Model parameters (in particular matrices A and
B) are typically obtained from first principles or system iden-
tification [6]. The transition matrix A is essential for the
stability properties of the system: The sytem (2a) is unstable
(i.e., the state x(k) diverges for k → ∞) if, and only if, A has
an eigenvalue with magnitude greater than one [35].

We assume that the full system state x(k) can be measured
through appropriate sensors, that is,

y(k) = x(k) +w(k) (2b)

with sensor measurements y(k) ∈ Rn and sensor noise
w(k) ∈ Rn ,w(k) ∼ N(0, Σmeas). If the complete state vector
cannot be measured directly, it can typically be reconstructed
via state estimation techniques [35].

The process model (2) is stated in discrete time; that is,
the discrete-time signal s(k) represents the sample of the
continuous-time signal s(t) at time t = kTs, where Ts is the
sampling time. This representation is particularly suitable
here as the wireless system offers a nearly constant update
time TU with jitter in the order of tens of µs (P1), which can
be neglected from controls perspective [14, 65]. Thus, we set
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Figure 6: Considered wireless control tasks: stabiliza-
tion (left) and synchronization (right). On the left, the
feedback loop for stabilizing the physical system is closed over
the (multi-hop) low-power wireless network, which induces
delay and packet losses (captured by i.i.d. Bernoulli variables
θ and ϕ). On the right, two physical systems, each with a local
controller (Ctrl), are synchronized over the wireless network.

Ts = TU , and u(k) and y(k) in (2) then represent sensing and
actuation at periodic intervals TU as in Fig. 4.

As shown in Fig. 6, measurements y(k) and control inputs
û(k) are sent over the wireless network. According to P1 and
P2, both arrive at the controller resp. system with a delay
of TU and with a probability governed by two independent
Bernoulli processes. We represent the Bernoulli processes
by θ (k) and ϕ(k), which are i.i.d. binary variables, indicat-
ing lost (θ (k) = 0 resp. ϕ(k) = 0) or successfully received
packets (θ (k) = 1 resp. ϕ(k) = 1). To ease notation and since
both variables are i.i.d., we can omit the time index in the
following without any confusion. We denote the probability
of successful delivery by µθ (i.e., P[θ = 1] = µθ ) resp. µϕ . As
both, measurements and control inputs, are delayed, it also
follows that in case of no packet loss, the applied control in-
put u(k) depends on the measurement two steps ago y(k − 2).
In case a control input packet is lost, the input stays constant
because zero-order hold is used at the actuator; hence

u(k) = ϕû(k − 1) + (1 − ϕ)u(k − 1). (3)

The model proposed in this section thus captures the prop-
erties P1, P2, and P4. While P1 and P2 are incorporated in
the presented dynamics and packet loss models, P4 means
that there is no need to take duplicated or out-of-order sen-
sor measurements and control inputs into account. Overall,
these properties allow for accurately describing the wireless
CPS by a fairly straightforward model, which will greatly fa-
cilitate subsequent control design and analysis. Property P3
is not considered here, where we deal with a single control
loop, and will become relevant only in §4.4.

4.2 Controller Design
We design a feedback controller for the system in (2), which
maps measurements y(k) to control inputs u(k). Through



feedback, we can modify the state dynamics (2a) and, for
example, stabilize an otherwise unstable system (as done in
the experiments in §5). Feedback control can also be helpful
for stableA to obtain desirable dynamics properties (e.g., fast
response or damping). We proceed by first discussing state-
feedback control for the nominal system (i.e., without delays,
packet losses, and noise), and then enhance the design to
cope with non-ideal measurements and communication.
Nominal design. Assuming ideal measurements, we have
y(k) = x(k). A common control strategy in this setting is
static state-feedback control, u(k) = Fx(k), where F is the
constant feedback matrix to be designed. Inserting this con-
troller in (2a) yields x(k + 1) = (A + BF )x(k) +v(k). That is,
we can modify the transition matrix through state feedback
(A + BF instead of A) and thus modify the state dynamics.
Under the assumption of controllability [35], we can place
all eigenvalues of A + BF to desired locations and, in partic-
ular, choose them to have magnitude less than one resulting
in stable closed-loop dynamics. In classical control theory
[3, 6, 35], there are various methods to design such an F , for
example, pole placement or optimal control such as the linear
quadratic regulator (LQR).
Actual design. We augment the nominal state-feedback de-
sign to cope with non-idealities, in particular, delayed mea-
surements and packet losses as shown in Fig. 6 (left).

Because themeasurement arriving at the controllery(k−1)
represents information that is one time step in the past, the
controller propagates the system for one step as follows:

x̂(k) = θAy(k−1) + (1−θ )(Ax̂(k−1)) + Bû(k−1) (4)
= θAx(k−1) + (1−θ )Ax̂(k−1) + Bû(k−1) + θAw(k−1),

where x̂(k) is the predicted state, and û(k) is the control in-
put computed by the controller (to be made precise below).
Both variables are computed by the controller and represent
its internal states. The rationale of (4) is as follows: If the
measurement packet is delivered (the controller has infor-
mation about θ because it knows when to expect a packet),
we compute the state prediction based on this measurement
y(k−1)=x(k−1)+w(k−1); if the packed is lost, we propagate
the previous prediction x̂(k−1). As there is no feedback on
lost control packets (i.e., about ϕ) and thus a potential mis-
match between the computed input û(k−1) and the actual
u(k−1), the controller can only use û(k−1) in the prediction.

Using x̂(k), the controller has an estimate of the current
state of the system. However, it will take another time step
for the currently computed control input to arrive at the
physical system. For computing the next control input, we
thus propagate the system another step,

û(k + 1) = F (Ax̂(k) + Bû(k)) , (5)

where F is as in the nominal design. The input û(k + 1) is
then transmitted over the wireless network.
The overall controller design requires only a few matrix

multiplications per execution. This can be efficiently imple-
mented on embedded devices, thus satisfying goal G5.

4.3 Stability Analysis
We now develop a stability proof for the closed-loop system
given by the dynamic system of §4.1 and the proposed con-
troller from §4.2. Because the model in §4.1 incorporates the
physical process and the essential properties of the wireless
embedded system, we will thus achieve goal G4.
While the process dynamics (2) are time invariant, the

packet losses introduce time variation and randomness into
the system dynamics. Therefore, we will leverage stability
results for linear, stochastic, time-varying systems [11]. For
simplicity, we will consider (2) without process and mea-
surement noise (v(k) = 0 andw(k) = 0), and comment later
on extensions. We first introduce required definitions and
preliminary results, and then apply these to our problem.

Consider the system

z(k + 1) = Ã(k)z(k) (6)

with state z(k) ∈ Rn and Ã(k) = Ã0 +
∑L

i=1 Ãipi (k), where
pi (k) are i.i.d. random variables with mean E[pi (k)] = 0,
variance Var[pi (k)] = σ 2

pi , and E[pi (k)pj (k)] = 0∀i, j.
A common stability notion for stochastic systems like (6)

is mean-square stability:

Definition 1 ([11, p. 131]). Let Z (k) := E[z(k)zT(k)] de-
note the state correlationmatrix. The system (6) ismean-square
stable (MSS) if limk→∞ Z (k) = 0 for any initial z(0).

That is, a system is called MSS if the state correlation
vanishes asymptotically for any intial state. MSS implies, for
example, that z(k) → 0 almost surely, [11, p. 131].

In control theory, linear matrix inequalities (LMIs) are of-
ten used as computational tools to check for system proper-
ties such as stability (see [11] for an introduction and details).
For MSS, we shall employ the following LMI stability result:

Lemma 1 ([11, p. 131]). System (6) is MSS if, and only if,
there exists a positive definite matrix P > 0 such that

ÃT
0PÃ0 − P +

∑N

i=1
σ 2
pi Ã

T
i PÃi < 0. (7)

We will now apply this result to the system and controller
from §4.1 and §4.2. The closed-loop dynamics are given by



(2)–(5), which we rewrite as an augmented system

©«
x(k + 1)
x̂(k + 1)
u(k + 1)
û(k + 1)

ª®®®¬︸      ︷︷      ︸
z(k+1)

=

©«
A 0 B 0
θA (1 − θ )A 0 B
0 0 (1 − ϕ)I ϕI
0 FA 0 FB

ª®®®¬︸                                    ︷︷                                    ︸
Ã(k )

©«
x(k)
x̂(k)
u(k)
û(k)

ª®®®¬︸ ︷︷ ︸
z(k )

. (8)

The system has the form of (6); the transition matrix depends
on θ and ϕ, and thus on time (omitted for simplicity). We can
thus apply Lemma 1 to obtain our main stability result.

Theorem 1. The system (8) is MSS if, and only if, there
exists a P > 0 such that (7) holds with

Ã0 =

(
A 0 B 0

µθA (1−µθ )A 0 B
0 0 (1−µϕ )I µϕ I
0 FA 0 FB

)
, Ã1 =

( 0 0 0 0
−µθA µθA 0 0

0 0 0 0
0 0 0 0

)
,

Ã2 =

( 0 0 0 0
0 0 0 0
0 0 µϕ I −µϕ I
0 0 0 0

)
, σ 2

p1 =
1/µθ − 1, σ 2

p2 =
1/µϕ − 1.

Proof. For clarity, we reintroduce time indices for θ and
ϕ here. Following a similar approach as in [58], we transform
θ (k) as θ (k) = µθ (1 − δθ (k)) with the new binary random
variable δθ (k) ∈ {1, 1 − 1/µθ } with P[δθ (k) = 1] = 1 − µθ
and P[δθ (k) = 1 − 1/µθ ] = µθ ; and analogously for ϕ(k) and
δϕ (k). We thus have that δθ (k) is i.i.d. (because θ is i.i.d.) with
E[δθ (k)] = 0 and Var[δθ (k)] = σ 2

p1 , and similarly for δϕ (k).
Employing this transformation, Ã(k) in (8) is rewritten as
Ã(k) = Ã0 +

∑2
i=1 Ãipi (k) with p1(k) = δθ (k), p2(k) = δϕ (k),

and Ãi as stated above. Thus, all properties of (6) are satisfied,
and Lemma 1 yields the result. □

Using Theorem 1, we can analyze stability for any concrete
physical system (2) (noise-free), a state-feedback controller
F , and probabilities µθ and µϕ . Searching for a P > 0 that
satisfies the LMI (7) can be done using efficient numerical
tools based on convex optimization (e.g., [24, 29, 41]). If such
a P is found, we have the stability guarantee (G4).

The stability analysis can be extended to account for pro-
cess andmeasurement noise so thatMSS then implies bounded
Z (k) (see [11, p. 138]). Moreover, other combinations of end-
to-end delay TD and update interval TU are possible, includ-
ing TD = nTU (n ∈ N). Also the ‘sensor to controller’ and
‘controller to actuator’ delays may be different.

4.4 Multi-agent Synchronization
In distributed or decentralized control architectures, differ-
ent controllers have access to different measurements and
inputs, and thus, in general, different information. This is the
core reason for why such architectures are more challenging
than centralized ones [31, 48]. Property P3 of the wireless
embedded system in §3 thus offers a key advantage over
alternative networks. Because every agent in the network

has access to all information (except for rare packet loss), we
can carry out a centralized design, but implement the result-
ing controllers in a distributed fashion. Such schemes have
been used before for wired-bus networks (e.g., in [73]). Here,
we present synchronization of multiple physical systems as
an example of how distributed control tasks can easily be
achieved with the proposed wireless control system (G6).

The problem we consider is shown in Fig. 6 (right). We as-
sume multiple physical processes as in (2), but with possibly
different dynamics parameters (Ai , Bi , etc.). We understand
synchronization in this setting as the goal of having the
system state of different agents evolve together as close as
possible. That is, we want to keep the error xi (k) − x j (k) be-
tween the states of systems i and j small. Instead of synchro-
nizing the whole state vector, also a subset of all states can
be considered. Synchronization of multi-agent systems is a
common problem and also occurs under the terms consensus
or coordination [49]. For simplicity, we consider synchro-
nization of two agents in the following, but the approach
directly extends to more than two, as we show in §5.

We consider the architecture in Fig. 6, where each physical
system is associated with a local controller that receives local
observations directly, and observations from other agents
over the network. We present an approach based on linear
quadratic optimal control (LQR) [3] to design the synchro-
nizing controllers. We choose the quadratic cost function

J = lim
K→∞

E
[ K−1∑
k=0

2∑
i=1

(
xTi (k)Qixi (k) + uTi (k)Riui (k)

)
+ (x1(k) − x2(k))TQsync(x1(k) − x2(k))

]
(9)

which expresses our objective of keeping x1(k) − x2(k) small
(through the weight Qsync > 0), next to usual penalties on
states (Qi > 0) and control inputs (Ri > 0). Using augmented
state x̃(k) = (x1(k),x2(k))T and input ũ(k) = (u1(k), u2(k))T,
the term in the summation over k can be rewritten as

x̃T(k)
(
Q1 +Qsync −Qsync
−Qsync Q2 +Qsync

)
x̃(k) + ũT(k)

(
R1 0
0 R2

)
ũ(k).

Thus, the problem is in standard LQR form and can be solved
with standard tools [3]. The optimal stabilizing controller
that minimizes (9) has the structure u1(k) = F11x1(k) +
F12x2(k) and u2(k) = F21x1(k) + F22x2(k); that is, agent 1
(u1(k)) requires state information from agent 2 (x2(k)), and
vice versa. Because of many-to-all communication, the wire-
less embedded system directly supports this (as well as any
other possible) controller structure (P3).1

1As the controller now runs on the node that is collocated with the physical
process, local measurements and inputs are not sent over the wireless
network, and the local sampling time can be shorter thanTU (measurements
from other agents are still received over the network every TU ). While the
analysis in §4.3 can be generalized to the synchronization setting, a formal



Figure 7: Testbed with nodes and pendulums. For multi-
hop stabilization (§5.2), a controller running on node 12 sta-
bilizes the inverted pendulums A and B. For multi-hop syn-
chronization (§5.5), nodes 1, 2, and 12 stabilize the collocated
pendulums while synchronizing the movement of the carts.

5 EXPERIMENTAL EVALUATION
In this section, we evaluate the proposed integrated design.
Our goal is to answer the following questions:
1) Does our design enable fast closed-loop control over

multi-hop low-power wireless networks?
2) What is the impact of delays and (bursty) message losses

on control and network performance?
3) Is our system design flexible enough to support different

control and coordination scenarios?
Before discussing our results in detail, we describe the testbed,
physical system, and settings we use.

5.1 Methodology
Testbed. As shown in Fig. 7, our testbed consists of 13 DPP
nodes and 2 physical systems spread out across an area of
around 15m x 20m in an office building with all kinds of
walls, from thin glass to reinforced concrete. Transmitting at
10 dBm, the nodes form a 3-hop networkwhile being exposed
to interference from other electronics and people’s activity.
Two DPP nodes are connected to physical systems.
Physical system.We use cart-pole systems, also known as
pendulums, which are widely used in control research [10].
As shown in Fig. 8, a cart-pole system consists of a cart that
can move horizontally on a track and a pole attached to it
via a revolute joint. The cart is equipped with a DC motor,
which can be controlled by applying a certain voltage in
order to influence the speed and the direction of the cart
movements. Moving the cart exerts a force on the pole and
thus allows to influence the pole angle θ . This way, the pole

stability proof is beyond the scope of this paper. In general, stability is less
critical here because of shorter update intervals in the local feedback loop.

Cart

Pole

0-5-10-15-20-25 5 10 15 20 25

Track

Cart Position s [cm]

Pole Angle θ [°]

Figure 8: Schematic and photo of the cart-pole system.
By controlling the force applied to the cart, the pole can be
stabilized in the upright position around θ = 0°.

can be stabilized in an upright position (i.e., θ = 0°), which
is an inherently unstable equilibrium and called the inverted
pendulum. The dynamics and time constants of the inverted
pendulum are on the order of a few tens of milliseconds and
representative of many real-world mechanical systems.
For small deviations from the equilibrium, the inverted

pendulum can be well approximated by an LTI system as
in (2a). The state x(k) of the system consists of four variables.
Two of them, the pole angle θ (k) and the cart position s(k),
can be measured with angle sensors. Their derivatives, the
angular velocity Ûθ (k) and cart velocity Ûs(k), can be estimated
using, for example, finite differences and low-pass filtering.
The voltage applied to the motor is the control input u(k).

The cart-pole system is subject to a few constraints. Con-
trol inputs are capped at ±10V. The track for the cart has a
usable length of ±25 cm from the center (see Fig. 8). Surpass-
ing these track limits immediately ends an experiment.
The AP of a co-located node reads out the angle sensors

through an interconnect board equipped with quadrature
decoders and crystals. The (control) input voltage is applied
via a digital-to-analog converter coupled with an amplifier
to enable a range of ±10V. Measurements and control inputs
are low-pass filtered (e.g., to prevent aliasing effects [27]).
Scenarios. We consider stabilization and synchronization
as introduced in §4. For stabilization, we use two inverted
pendulums connected to nodes 1 and 2, as shown in Fig. 7.
A remote controller running on the AP of node 12 keeps the
pole of both pendulums in an upright position. The remote
stabilization scenario is relevant, for example, because it
resembles practical situations in large-scale processes where
sensing and actuation happen at different locations, and it
allows us to show the limits of the proposed approach.

For synchronization, we replace the controller on node 12
with a simulated pendulum running on a collocated PC. The
simulated pendulum is based on a model provided by the
manufacturer [56]. As described in §4.4, each node attached
to a pendulum runs a local controller for stabilization and
shares its state information for synchronization with the
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Figure 9: Pole angle and control input when stabilizing two inverted pendulums over multiple wireless hops. Both
pendulums stabilize around a pole angle of 0° while applying roughly ±2.5 V, which is only one quarter of the possible input voltage.

other two nodes. The objective is to synchronize the cart
positions so that the three carts shall all move in concert.
Metrics. To judge control performance, we record pole angle,
cart position, and control input. In addition, we measure
radio duty cycle in software and log lost messages. At the
beginning of each experiment, we manually move the poles
in an upright position in the middle of the track; then the
controller takes over. We repeat each experiment three times
and present averages, distribution, etc. across all runs. Plots
showing a metric over time are representative examples.

5.2 Multi-hop Stabilization
In our first experiment, we want to answer the main question
of our work and investigate the feasibility of fast closed-loop
control over multi-hop low-power wireless networks.

Finding: We can safely stabilize two inverted pendulums
via a remotely located controller across multiple wireless hops.
Setup. We configure the wireless embedded system and the
controller for an update interval ofTU = 40ms (TD = 80ms).
We design the controller as outlined in §4.2, and choose the
feedback matrix F such that we get closed-loop eigenvalues
at 0.8, 0.85, and 0.9 (twice). Using Theorem 1, we can prove
stability for the overall system using µθ = µϕ = 0.999 as per
property P2. Thus, the theoretical analysis matches the ex-
perimental finding above. For predictions, controller design,
and stability proof we use matrices A and B from [56].
Results. Fig. 9 shows the pole angle and the corresponding
control input of each pendulum over time. Both pendulums
exhibit periodic movement patterns, which differ slightly
due to different friction and weight. The control input varies
between −2.5 V and 2.5 V, using at most one quarter of the
possible input voltage. We thus conclude that we can safely
stabilize two inverted pendulums in the given setup with an
update interval of 40ms. No message was lost throughout
the three runs, yielding an end-to-end reliability of 100 %.
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Figure 10: Jitter on update interval and end-to-end de-
lay measured during the experiment shown in Fig. 9.
We validate that the measured jitter is indeed smaller than the
theoretical worst-case jitter we compute in §3.4.

Validation of jitter analysis. During the same experiment,
we also measureTU andTD using a logic analyzer connected
to GPIO pins of node 1. The pins are set when the state of the
pendulum is captured and when the control input is applied.
Fig. 10 plots the jitter onTU andTD . We see that the empirical
results are well within the theoretical worst-case bounds,
which validates our jitter analysis and assumptions in §4.

5.3 Impact of Update Interval and Delay
We take a closer look at the impact of different update inter-
vals (and hence end-to-end delays) on control performance.

Finding: Larger update intervals decrease control perfor-
mance, but enable energy savings on the communication side.
Setup. To minimize effects that we cannot control such as
external interference, we use only node 1 connected to the
pendulum while node 2 runs the controller. We use the con-
troller from before, but adjust the feedback matrix F for each
update interval to achieve similar closed-loop behavior.
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Figure 11: Distribution of control performance with minimum, maximum, and average highlighted in (a)–(c) and
average radio duty cycle in (d) when remotely stabilizing a pendulumacross one hop for different update intervals.
A larger update interval leads to larger pole angles and more movement of the cart, while reducing the average radio duty cycle.

Results. Fig. 11 shows control performance and radio duty
cycle for varying update intervals based on three 1-minute
runs each. We see our system supports update intervals from
20ms to 40ms. A larger update interval leads to larger pole
angles and more movement of the cart. This can be explained
by looking at the control input. There is not much of a change
for the extrema, but the distribution of the data changes. At
a higher update interval, higher control inputs occur more
often, leading to more movement of the cart. At the same
time, doubling the update interval decreases the radio duty
cycle of the two nodes by 39% and 50%, respectively.

5.4 Resilience to Message Loss
Next, we evaluate the impact of message losses, which are a
well-known phenomenon in wireless networks [66].

Finding: Our system can stabilize an inverted pendulum at
an update interval of 20ms despite 75% i.i.d. Bernoulli losses
and in situations with bursts of 40 consecutively lost messages.
Setup.We use again the controller and 2-node setup from
before with a fixed update interval of 20ms. To precisely
control the message loss, we let both nodes intentionally
drop messages in two different ways. In a first experiment,
nodes independently drop a received message according to a
Bernoulli process with given failure probability. In a second
one, nodes drop a certain number of consecutive packets,
leaving 10 s between bursts to let the pendulum recover.
Results. Fig. 12a–c shows results for varying i.i.d. Bernoulli
message loss rates. Pole angle, control input, and total dis-
tance moved by the cart increase with rising message loss
rate. Even at 85% message loss, our system is able to stabilize
the pendulum most of the time. One reason why the pen-
dulum can be stabilized despite such a high message loss
rate is the short update interval. For example, losing 50% of
the messages at an update interval of 20ms essentially leads

to an average update interval of 40ms, which is enough to
stabilize the pendulum as shown in the previous experiment.
To study the impact of correlated message losses, we ex-

periment with bursts between 10 and 40 consecutively lost
messages. Fig. 12d shows the impact of burst losses on the
pole angle for a burst length of 40. We always stabilize the
pendulum up to a burst length of 30, and even 40 consecutive
losses are tolerable most of the time as visible in Fig. 12d. The
impact depends on the state of the pendulum. A burst hap-
pening while the pendulum is moving is much more critical
than a burst during calm situations where only little actua-
tion is needed. This can be seen, for example, by comparing
the second with the third burst phase in Fig. 12d; the plot to
the right zooms in on the second burst phase. The control
input is close to 0 V during the burst phase. As soon as the
burst begins, the pole angle diverges from the equilibrium at
0° due to the system’s unstable dynamics in the absence of
feedback. Usually it takes the pendulum between 1 s and 2 s
after the burst to get back into a normal operation regime.

5.5 Multi-hop Synchronization
To answer our last question and assess the suitability and
flexibility of our system for distributed control over wire-
less, we set up a multi-hop synchronization experiment. The
goal is to synchronize the cart positions of three pendulums.
We follow the approach outlined in §4.4. Therefore, every
pendulum requires the state of the other two pendulums.

Finding: Three pendulum systems (two real, one simulated)
can be synchronized reliably over a multi-hop wireless network.
Setup.We perform three different experiments. In the first
one, synchronization is disabled. This serves as a baseline for
the second experiment in which synchronization is enabled.
During a third experiment with synchronization enabled, we
manually pull and hold one pendulum at a specific position
to see how the other two pendulums react. We use identical
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Figure 12: Control performance when remotely stabilizing one pendulum over one hop under artificially injected
message loss, for i.i.d. Bernoulli losses in (a)–(c) and for longer bursts of multiple consecutive losses in (d). Depend-
ing on the update interval, the pole can be stabilized despite significant and bursty message loss, albeit with reduced performance.
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Figure 13: Cart position of three inverted pendulums over time (two real pendulums at the top, one simulated
pendulum at the bottom), which are stabilized through local control at update intervals of 10ms (real pendulums)
and 20ms (simulated pendulum), while the positions of the carts are simultaneously synchronized over a multi-
hop low-power wireless network with an update interval of 50ms (second and third column).With synchronization
enabled, all three carts move in concert and even try to mimic the temporary disturbance of the topmost pendulum.

Qi in (9) for all three pendulums, following a suggested LQR
design in [56], and set Ri = 0.2. As we here care to synchro-
nize the cart positions, we set the first diagonal entry ofQsync
to 10 and all others to 0. The local control for stabilization via
the AP of nodes 1, 2, and 12 executes with an update interval
of 10ms for the real pendulums and 20ms for the simulated

one, while the three nodes exchange state information every
50ms over the multi-hop network for synchronization.
Results. The first column in Fig. 13 shows the cart posi-
tions without synchronization. The simulated pendulum per-
fectly stabilizes at 0, while the real pendulums vary slightly



around this equilibrium due to, for example, imperfect mea-
surements. Despite the same controller implementation, the
movement patterns of the real pendulums differ in frequency
and amplitude because of small differences in their physics.

The second column shows the behavior when synchroniza-
tion is enabled. We see that the frequencies and amplitudes
of the cart movements are aligned, especially when looking
at the simulated cart, which did not move in the first run.
During the third experiment, we manually hold the cart

of pendulum A for 15 s at around 15 cm. The position of
the fixed pendulum A affects the behavior of the other two,
which move toward this position. However, as the controllers
also need to stabilize the system, they do not fully reach the
fixed position, but rather oscillate to balance the poles.

While we present experiments with three pendulum here,
more pendulums can be supported at the expense of longer
update intervals for state exchange over the network.

6 RELATEDWORK
The control community has extensively studied design and
stability analysis for different architectures, delay models,
and message loss processes [47, 64, 74, 77, 82]. Recent sur-
veys provide an overview of this large body of fundamental
work [34, 81]. Toolboxes have been developed to evaluate
control designs in simulation based on an abstract model
of an imperfect network [8, 15]. Similarly, co-design based
on an integration of control and real-time scheduling the-
ory [13] and formal analysis of closed-loop properties using
hybrid automata modeling physical, control, and network-
induced timing aspects [28] have been proposed. We build
on these foundations, but also validate our control design
and analysis in a wireless testbed with real physical systems.
Turning to the sensor network, embedded, and real-time

communities, we find related work on how to achieve real-
time communication across distributed, unreliable, and dy-
namic networks of resource-constrained devices [69]. Early
efforts based on asynchronous multi-hop routing provide
soft guarantees on end-to-end message deadlines [33, 46]. So-
lutions from industry and academia have been proposed [16,
17, 54, 63] and analyzed [60, 61, 80], targeting real-time mon-
itoring in static networks with a few sinks. Using a flooding-
based approach, real-time communication in dynamic net-
works with any number of sinks has been demonstrated [85].
The problem of lifting real-time guarantees from the network
to the application level is studied in [38], but the achievable
end-to-end latencies on the order of seconds are too long
for emerging closed-loop control applications [1]. We also
build on Glossy [26], but show how to achieve end-to-end
latencies in the tens of millisecond range with bounded jitter.

Co-design of control and routing based on WirelessHART
has been studied in simulation [44, 53]. While [44] focuses

on the impact of the routing strategy on control performance,
the work in [53] proposes to adapt the network protocol at
runtime in response to changes in the state of the physical
system. We use similar techniques to deal with message loss,
but present an integrated design that allows for stability
guarantees regardless of network dynamics, supports update
intervals of tens of milliseconds, and works on real multi-
hop networks. Perhaps more fundamentally, we show that
well-known, simple control and coordination techniques can
be straightforwardly applied to a real wireless system design
thanks to the properties P1–P4. Routing-based approaches,
on the other hand, are less flexible (in terms of control sce-
narios and the required traffic patterns) and less robust (to
dynamic changes in the network topology), require more
complex techniques on the control side (e.g., because packet
losses are highly correlated), and thus may not allow for
formal stability guarantees that also hold in the real world.
Practical efforts on control over wireless fall in two cate-

gories. First, multi-hop solutions based on low-power 802.15.4
devices exist for physical systems with slow dynamics achiev-
ing update intervals on the order of seconds, such as adaptive
lighting in road tunnels [12] and power management in data
centers [59]. Second, solutions for physical systems with
fast dynamics providing update intervals below 100ms are
exclusively based on single-hop networks of 802.11 [55, 79],
Bluetooth [23], or 802.15.4 [8, 52] devices. Instead, we demon-
strate fast closed-loop control and coordination with guar-
anteed stability over multi-hop 802.15.4 networks.

7 CONCLUSIONS
We have presented an end-to-end low-power wireless CPS
design that demonstrates for the first time closed-loop con-
trol over multiple hops with update intervals from 20ms to
50ms. The design allows for stability guarantees and sup-
ports coordination tasks. Experiments on a testbed with mul-
tiple physical systems reveal the robustness and performance
trade-offs of our approach. Thus, by demonstrating how to
close feedback loops quickly and reliably over long distances
in the face of network dynamics, this paper represents an
important stepping stone towards realizing the CPS vision.
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